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PROFILE

TYPICAL ROAD APPROACH

LOCATION OF ROAD APPROACH CONNECTIONS AS SHOWN ON THE 
DRAWINGS ARE SUBJECT TO ADJUSTMENT. EXACT LOCATIONS WILL
BE STAKED IN THE FIELD.
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SPOIL MATERIAL ON DOWNHILL SIDE
UNLESS OTHERWISE DIRECTED.

TYPICAL FURROW DITCH

MAX. 12'-0"

SLOPE STAKE
MAX. 12'-0"

REFERENCE
STAKE

ROUNDING TO APPROXIMATE
A PARABOLIC CURVE

CUT SLOPE

FILL SLOPE

REFERENCE
STAKE

MAX. 12'-0"

SLOPE STAKE

MAX. 12'-0"

* IN HEAVY BRUSH & FOR TIMBER AREAS, LENGTH SHALL BE

SHORTENED TO APPROX. 5'-0" (1524 mm) UNLESS OTHERWISE SPECIFIED.

0.8 OF FILL HEIGHT*

0.8 OF CUT DEPTH*

0.8 OF CUT DEPTH*

0.8 OF FILL HEIGHT*

SIDE SLOPE ROUNDING

MIN. OR AS STAKED

ROUNDING TO APPROXIMATE
A PARABOLIC CURVE

OR AS STAKED

(15,240 mm)
(3658 mm)

(3658 mm)

(3658 mm)

NOTE:

THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.

(4
57

 m
m

)

(3658 mm) 

PLAN


